


 
 

     

      

        
    

         
    

        

    

      
      

        
      

     

   

    

      

  

   

       
             	
   

       
     

        
      
        

  

    
      

   

  

   

       

    

 

     
      

  

    

            		
   

           
      

       

         

                   	
       

             
  

      

  

  

  

   
   

 
 

BOOM AND JIB COMBINATIONS
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ALLOWABLE LINE PULL

1 Part Line 2 Part Line 3 Part Line 4 Part Line 5 Part Line 6 Part Line 7 Part Line WARNING
Anti-two-block system
must be in good
operating condition
before operating crane.

Refer to the owner’s
manual.

Keep at least three
wraps of load
line on the drum at
all times.

8,500 lb
3,856 kg

17,000 lb
7,711 kg

25,500 lb
11,567 kg

34,000 lb
15,422 kg

42,500 lb
19,278 kg

51,000 lb
23,133 kg

60,000 lb
27,216 kg

7,700 lb
3,493 kg

15,400 lb
6,985 kg

23,100 lb
10,478 kg

30,800 lb
13,972 kg

38,500 lb
17,463 kg

46,200 lb
20,956 kg

53,900 lb
24,449 kg

DEDUCTIONS

Auxiliary Block 50 lb
22,72 kg

Load Block See block
manufacturer nameplate

Overhaul Ball See overhaul ball
manufacturer nameplate

Hose Reel 140 lb
63,5 kg

Swing Around Jib See load rating chart

AREA OF OPERATION

Standard 360º
Full Capacity

Work Area

9/16" ROTATION RESISTANT
(5.0:1 SF) - 38500 LBS
MIN BREAKING STRENGTH

9/16" 6X25 IWRC
(3.5:1 SF) - 30000 LBS
MIN BREAKING STRENGTH

O
V

ER
H

A
U

L
B

A
LL

SI
N

G
LE

 S
H

EA
V

E
B

LO
C

K

SI
N

G
LE

 S
H

EA
V

E
B

LO
C

K

2 
O

R 
3 

SH
EA

V
E

B
LO

C
K

3 
SH

EA
V

E
B

LO
C

K
A

U
X

IL
IA

RY
B

LO
C

K

3 
SH

EA
V

E
B

LO
C

K

2 
O

R 
3 

SH
EA

V
E

B
LO

C
K


